
Simply the best – the FRANSAT HD Receiver SRT 7407
Experience great entertainment and versatility with the SRT 7407 satellite HD receiver for FRANSAT 
Free-to-air channels via EUTELSAT 5W. This superior receiver with smartcard reader offers many 
convenient features such as automatic installation of FRANSAT channel list, teletext, subtitles and USB 
port for recording of TV programmes and playback of files. It is also compatible with a 12 V car charger/
adapter. Just sit back and relax everywhere!
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SRT 7407 EAN: 9120072371226 

Digital HD Satellite Receiver SRT 7407

Subject to alterations. In consequence of continuous research and development technical specifications, design and appearance of products may 
change. FRANSAT is a subsidiary of Eutelsat Group. Viaccess is a trademark of Viaccess. Manufactured under license from Dolby Laboratories. 
Dolby Audio and the double-D symbol are registered trademarks of Dolby Laboratories. The terms HDMI and HDMI High-Definition Multimedia 
Interface, and the HDMI logo are trademarks or registered trademarks of HDMI Licensing Administrator, Inc. in the United States and other 
countries. All other product names are trademarks or registered trademarks of their respective owners.
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Demodulator
Modulation: QPSK, 8PSK
Input symbol rate: 2 ~ 45 Ms/s
SCPC & MCPC signals of satellite  
Ku-band

Tuner
Front: DVB-S2
Input frequency range: 950 ~ 2150 MHz
RF input level: -65 ~ -25 dBm
Input signal impedance: 
75 Ohms + / - 5%
Power converter: 13/18 VDC, 400 mA 
max, protected against overload
DiSEqC versions: 1.0, 1.1

Video
Input rate: 60 Mbit/s max
Video resolution: HD: 1920 x 
1080p,1920 x 1080i, 1280 x 720p
Aspect conversion: Letter Box, Pan & 
Scan

Audio
Sampling rate: 32, 44.1, 48 kHz
Audio modes: Stereo, Mono

System and memory
Processor: Ali M3528
Flash memory: Nand Flash. 128 MB 
DDR SRAM: 256 MB

Connectors
SAT IN
USB 2.0 port
Ethernet
S/PDIF (coaxial) 
TV (HDMI)
TV (SCART)
Power connector (12V)

USB interface
USB 2.0 High Speed
Connector Type A
Load 5 V / 500 mA (maximum)

General data
Power supply: external power adapter
Input voltage: 100 – 240 V AC 50/60 Hz 
Output voltage: DC 12 V, 1.5 A
Power consumption: 18 W max., 
typ. 10 W
Power consumption in standby: 
max. 1.0 W 
Operating temperature: 0 ~ +40 °C
Storage temperature: -10 ~ +50 °C  
Humidity: 10% - 85% relative humidity, 
non-condensing
Dimensions (W x D x H) in mm: 
180 x 110 x 40
Weight: 0.285 kg

1. Satellite dish
2. USB device
3. Ethernet
4. Digital Audio Amplifier(S/PDIF)

5. TV (HDMI)
6. TV (SCART)
7. Power entrée 12 Volt

	nMPEG-4 HD receiver for FRANSAT channels in high 
definition as well as standard definition
	nQuick installation of FRANSAT channels via satellite
	n First installation guide and automatic installation of 
FRANSAT channel list
	nViaccess card reader
	n Excellent video and audio quality
	n Favourite lists for TV and radio 
	n 8 timers with 3 modes for recording 
	nUSB port for recording of TV programmes, playback 
files1

	n Ethernet port: access to RSS feeds and weather 
forecasts
	nMax. 4000 channels memory capacity
	n Teletext, full multi-lingual subtitling and audio track 
support2

	nCompatible with 220 V/12 V power supply for mobile 
use (caravaning, boating, etc. - available separately) 
	n Parental lock for menu and content
	n Software updates via satellite (OTA)
	n Supports DiSEqC 1.0, 1.1
	n Low power consumption
	nHDMI output resolution: 1080i, 720p, 576p
	nDigital sound through coaxial output (S/PDIF)
	nConnectors: SAT IN, HDMI, 1 SCART TV (CVBS), 
S/PDIF, USB 2.0, power connector
	nAccessories: Remote control, 2x AAA batteries, power 
adapter

1  STRONG cannot guarantee the playback of files although extensions are listed, as it depends 
on codec used, data bit rate and resolution (all MPEG codec formats are supported).

2  Availability depending on broadcaster


